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LCD 


All kinds of performance parameters can be selected on the LCD screen. Sometimes, you may be unable to think of what they 


2 
R 
D 
D. 


mean or how to change them. The following table will be extremely useful at such times. 
CTCSS 
DTMF mute 
Higher than received frequency 

Repeater receiver dispersion 
d Lower than received frequency 
Master frequency display dispersion 
ia Repeater transmitter Reverse frequency 
P Voice scrambling function 


DCS Cross-band repeater function 
n aii Combined repeater function 
AM band AM band 
FM band M AM N ABr Rx cri +-RA QL C Z FM AMN Arw R cri +-RA QL 


Menu settings 


High-power transmission Keyboard locking 
Medium-power transmission Function menu sequence/ 

E channel number sequence 
Low-power transmission 


BCL Priority channel indicator 


Quad Band Mobile Transceiver 


Back panel 


Power input socket — [p 


Antenna connection socket 


Fan Audio signal output socket 


WARNING /\ 


>» Hazardous moving parts, keep fingers 
and other body parts away. 


Program connection socket/ 


Side panels combined repeater socket 
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ae 7 a emia) 
. 7 Quad Band Mobile Transceiver 
Hand microphone 


TX indicator light (Red) First QSO 


n a ren ae aaa Handset key lock key (device key) Do you want to hurry up and use your transceiver? After reading these chapters and sections you will know how to broadcast 
andset light lock key (device key) Down key your voice out into the sky. Following is a quick instruction manual. If you encounter any problems or need further explanation, 
Up key ; . . 3 : 
: L Microphone (MIC) please read the detailed explanation later in this manual. 
Master frequency set up key/Single tone pulse key . 
(See Menu 35) & Exit/Cancel key i 1.Installing the transceiver. (See pre-usage installation) 
Frequency or channel selection key (See hot key ye Band switching hot key (See hot key operation 
, operation 2) SRAT 3) 2.Installing the antenna. (See pre-usage installation) 
Function key/Enter key = bs are Scanning key (See scannig function) 3.C Path hicl S installati 
Master frequency setting key (See hot key operation) AAC Scrambler setting key (See hot key operation -Connecting the power source, or vehicle power source. (See pre-usage installation) 
Save channel hot key (See hot key operation 4) AG) AG 10) i i 4.Press © to turn on the transceiver, the transceiver will make a long douple beeping tone, the transceivers brand and model 
Output power setting key VFO/MR switch key (See hot key operation 6) 
= Squelch level adjustment hot key (See hot key will be displayed and the transceiver will enter standby status. 


TDR single/dual display switch key (See hot key 

operation 8) 

Frequency shift direction hot key (See hot key = 
operation 7) 


operation 9) 


Keyboard lock key (See keyboard lock function) 


Walanaeeaniraliak Press the key shown by the arrow 


© 
Transmitting button (PTT) a R : / G 
= eceiver speaker = Ga) 
WOUXUN 13.80V S Display brand and model 
Squelch open key — - 
Remote control hot key © 
(See MENU 45) a 


3||145.93750|438.98750 © 


e on oaa 


Enter standby status 
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Adjusting the volume 
Rotate the VOL1 and VOL 2 knobs clockwise in order to increase the volume, rotate the knobs counter-clockwise to decrease 


volume, the cooresponding volume level will be displayed on the LCD. 

The volume control knobs have upper and lower control devices. The upper control devices is the channel and frequency RX 
volume control on the left side of the screen, the lower level control device is the channel and frequency RX volume control on 
the right side of the screen. 

Turn the volume knob clockwise to increase the 
volume and the RX volume. The maximum volume 


is level 16. Turn the knob counter-clockwise to 


DE 
decrease the volume and the RX volume. Continue 


turning the knob counter-clockwise to shut off. 


Selecting Frequency 
(1) Frequency mode (VFO) 
VFO Mode is the basic mode for changing the operating frequency, through rotating the TURNING (Tuning) control knobs you 
can change the operating frequency. Turn the knobs clockwise to increase the frequency and counter-clockwise to decrease. 
You can also enter the desired frequency using the keypad. 
Changing the operating frequency using the keypad: 
While in standby mode, press the (2) key to enter in the operating frequency selection. After the LCD screeen displays 8 whiffl- 
etrees, enter in the 6 figures in order which the frequency will automatically confirm according to the “frequency automated co- 
rrection” verification. And will then display on the LCD screen. 


COJIUJOU a 
Quad Band Mobile E 
Automatic frequency correction: 


An operating frequency has a total of 8 digits, the method for verifying the last two digits after inputing 6 digits using the keyboard 
is as follows: 

When the 5th and the 6th are entered in as “31” or “81” the final two digits will be “25”. 

When the 6th digit is entered in as “0” or “5” the last two digits will be “00”. 

If the 6th digit is not entered as shown above, it will be automatically corrected to 6.25K step match frequency. 


Example frequency 1: 445.95500MHz standby mode: 


Press 2 key Display: (-- -- --.-- -- --- 
Input [4 ] Display: ae 
Input [ 4 ] Display: (Z 4 =e 
Input [ 5 ] Display: (4_4 5 .---- == == 
Input [9 ] Display: (445.9 ------_) 
Input [ 5 ] Display: (4 4 5.9 5 ---- 
Input [ 5 ] Display: (4 45.95 00 
Example frequency 2: 445.56875MHz : standby mode 
Press 2 key Display: (---- --.-------- 
Input [ 4 ] Display: (4 ----.--------_) 
Input [ 4 ] Display: (4 4 --.--------_) 
Input [ 5 ] Display: (4_4 5 .-------- 
Input [5] Display: (4.45.5 ------_) 
Input [ 6 ] Display: 4 4 5.5 6---- 
Input [ 8 ] Display: (4.45.5 6 8 7 5 


19 


(2) Channel mode (CH) 

Rotate the (TUNING) control knobs in channel mode to change the operating channel in order to get to the selected operating 
frequency, or use the keypad to select the operating channel. 

Changing the operating channel using the keypad: 

In standby mode press the [2] key, at this the time hundredth place of the channel number will appear. After entering the desired 
hundredth digit, the tenth place digit will appear, after entering the 10th place digit, the single place digit will appear, then enter 
the desired single place digit of the channel. 

Example: Selecting Channel CH-901 

In standby mode, after pressing [ 2] , enter “9”, “0”, “1” in sequence. 

Example: Selecting Channel CH-088 

In standby mode, after pressing [ 2] , enter “0”, “8”, “8” in sequence 

Example: Selecting Channel CH-008 

In standby mode, after pressing [ 2] , enter “0”, “0”, “8” in sequence 


Selecting output power 


While in standby mode, press the [5] key on the front panel or the [5] key on the encoded handheld microphone, to select the 
output power. Every time the output power is changed, the sequence will be A FML 


The transceivers medium output power is M 2, for setup See “Menu 3’(MPOWSET) 


Special Reminder /\ 


» when selecting the output power only do so in relation to the master frequency, See the hotkey operation 
chart for how to change the master frequency. 
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Commonly used basic operations @wouxun 


Transmitting 

(1) In order to transmit signal first grab hold of the handheld microphone, and place about 5 CM away from your mouth, press 
the [PTT] key, and then speak normally into the microphone. When transmitting, The LCD backlight will change to your set color 
(For TX backlight color settings see instructions on P39), the LCD display screen will display a TX-LED indicator light. If you 
press the PTT key while transmitting outside of the coverage area you will hear an error sound. 

(2) Release the[PTT]key, to end transmission. 


Special Reminder /\ 


» If the transmission time exceeds the “Menu 11 (Transmission time-out timer) set time, you will hear a warning indication 


tone, the transceiver will also stop transmitting and will limit further transmission. After releasing the [PTT] key, the tone 
will continue for 10 seconds after which the transmission limitation will be lifted. Note: if you press the [PTT] key anytime 
within the 10 seconds while the tone is sounding, you will hear a warning tone. 


Commonly used basic operations 

Squelch settings: Press the [9] key in standby mode, and the muting level will be displayed on the screen, Press the V/A to 
choose the desired level of muting, to confrim press the [MENU] key. 

Single / dual display: Press the [8] key in standby mode to select single or dual display. 

Switching modes: In standby mode, press the [6] key to select VFO frequency mode or MR channel mode. (For detailed 
operation see hot key 6) 

Switching working bands: In standby mode, press the [3] key to select the working band, this transceiver with quad band 
available.(For detailed operation see P30) 
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Master frequency settings 


Selecting channel or frequency 


frequency 


n standby mode, press 
frequency selection. 


n standby mode, press (mn) / to change master The LCD display screen will display a¥ icon for 


the master frequency. 


( 2uuz |to enter the Channel or See operations P30 “Frequency or channel 
selection hotkey” instructions 


| (Sue) | Switching working band n standby mode, press to switch working band. See operations P30 “Band switching” instructions 
Saving channels n standby mode, press to save a channel. See operations P30-31 “Save channel hotkey” 
instructions 


Press the desired output power to change level of 
tochange the-cutput power settings, sequence is as H=>M>L 


7set-D 


Br 


aai 
EES 


Output power level settings 


Switching frequency mode and 
channel mode 


Frequency shift direction 


Scanning function 


n standby mode, press 
settings. 


n standby mode, press 


to change the display mode. See P31 “Frequency / Channel switch hotkey” 


In frequency standby mode, press Frequency shift 


direction settings. 


See P32 “Frequency shift direction switch hotkey” 


In channel standby mode, press | 7stt-0| for reverse frequency 
or to turn off reverse frequency. 


Single and dual display settings e press] Smr |to enter single display or turn off Only for secondary frequency set up. 


n standby mode, press 


n standby mode, press 
function. 


sajto enter squelching level settings.| See P32 “Squelch level setting hotkey” 


Oča) / (satu to enter the scanning Transceiver panel/Hand microphone key function 


oO j Hand microphone key settings, see P29 
ED Scrambler settings n standby mode, press to enter the scrambler settings. “yoice scrambler function key (optional) ” 


Squelching level settings 


Keypad lock settings 


n standby mode, press 
keyboard lock. 


# uck | to lock the keyboard or to turn off | Transceiver panel / Hand microphone key 
function 


Note: Frequency mode and channel mode are of identical operation (Besides independent indication mode). 


CJUJOU UJ 
Quad Band Mobile Transceiver 


Note:When Menu Available is not selected on programming software, some functions are available on menu in channel mode. 


Available functional keys: 


UP @8:To select the prior channel as working channel 


Down @@:To select the next channel as working channel 


‘1BAND 


2muz 
5m 
Js 
ED 


:Press this key 
:Press this key 
:Press this key 
:Press this key 
:Press this key 
Qsu):Press this key 
:Press this key 
:Press this key 


savo |to change the master frequency. 
2muz | to the selective channel calling. 
5m |to change the output power settings. 


8nr Jto enter single display or turn off the single display. 


Qs }to enter squelching level settings. 


to enter the scanning. 


(# toc) to lock the keypad or turn off the keypad lock. 


7s-0} to set reverse frequency or to turn off reverse frequency. 
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Quad Band Mobile Transceiver 


Function Function Enter function set Screen display Select Selectable Parameter Confirm Back See 


Code Name parameter Explanation page 13 Caller ID — Press the € key l 
beta = or ON: Activate 
> Press the Œ key] [9 types of step frequency: transmission | ven > BEND => ian =j ANT Su i -»-0-> or the &2key to OFF: Deactivate | >» -Ers 


or the E key to || 5.0K, 6.25K, 10.0K, 12.5K, 20.0K, 25.0K, | => u- f er J P34 settings C choose an index 


choose an index J (30.0K, 50.0K, 100.0K Ii Rinat A o em) Press a key Level 1-10, each corresponding to l p3g 
ing time | ven => iin > ER RING -f- or the @@key to ||1 second un- 

iis = hey Keyl | WIDE: wide bancwictn25K) => => P34 UH choose an index J (OFF: Deactivate 

or the € key to || NARR:narrow bandwidth(12.5K) = 

choose an index 15 Editing Caller 4 = zs Press the @@ key Individual Caller IDs can be chosen 

Brass the Eken) | ven -&-- AHI-EDIT ->> or the E key to | | within the range 100-999999, and >M- grs- 
ress the eyl | MPow1: 20w 5 => P34 ID FH choose an index J (cannot begin with 0 

or the € key to || MPow2: tow STS Keypad sil Tana 

choose an index -ST: eypa sidetone will be activates 

when transmitting 


r bd 28 Press the € ke i ' ; i 
4 Offset frequency settings | ven > FR =p) oore—seT => u- or the @Bkey ie Selectable in the range 0-599.995 | => u- g P35 16 DTMF 7 5 eS Press the Œ key) | ANIST: Caller ID sidetone will be activated 
rH u- M> fa „DTMEST »0-> or the aky to when transmitting >- gr 


choose an index sidetone settings DT-ANI: Caller ID sidetone and keypad sid 


1 Step frequency settings | ven > BAND > 


2 Wide/narrow bandwidth | ven =| R l= , 


settings 


3 Two medium level power | ven => => 
settings 


BOT: When the PTT key is pressed, the etone will be activated when transmitting 
transmission will prompt. OFF: Deactivate all 
5 Transmission prompt => 5 =| = La š ons => —_> Press the @® key EOT When the PTT is released, the Transmissions 17 Caller ID BOT: Press PTT to transmit caller ID. 
3 H/L ROGER or the € key to || will prompt. => —_> P35 ti issi 4 ha an Press the € key] | EOT: Release PTT to transmit caller ID 
settings FH choose an index J | BOTH: When pressing and releasing the PTT key, ransmission | ven -& ap EA el ees -& = or he æa key oli PTT to transmit caller ID: -& = CDr- 40 
the transmission will prompt. mode (H choose an index J | transmit caller ID. 


OFF: Transmission beep will not prompt when off. 


WHITE: White backlight 


; ¥ ai Press the @@ key} | oN: acti 18 Transmission 8 H as Press the €B key] | BLUE: Blue backlight 
m cos ON: Activate b t SOLED g 
6 Beep prompt settings | ven => a, => „BEEP -&- or the €a key to || on enor alae -0-0 P35 backlight u- BAND -&- „TED ->> or the Ea key to GREEN: Green backlight -{- a7 


choose an index OFF: Deactivate 


E r ~ Bo Press the @® key| CHINESE: Chinese prompts WHITE: White backlight 
7 Voice prompt settings | ven ED DE j | ven y pa (venu f ear | 2 19 Standb Press the © key] : j 
gá x E ai a etal E clai ath = aa Paaa i & sik -0 =a -0 orne eo REEN Geen a - es P40 
choose an index 


choose an index J (OFF: Deactivate voice prompts. backlight 
OFF: Deactivate 


| Press the @@ key) (Gy). Acti i 
7 8 Ta oon ON: Activate BCL function | ven Y GREEN: Green backlight 
8 Busy channel lock-out | ven -& P| FEL -- or me e2 koy to OFF: Deactivate BCL function > Sa e P36 20 Receiving ~ 328 Press the © key) | write: White backlight -0-0 P40 
backlight enu >C > (Ey =| RH-LED -0> or the @@key to || BLUE: Blue backlight 
Press the € key choose an index J (OFF: Deactivate 


9 Mute settings | ven 9 Seapine -{> or the €B key to There are three squelch settings: -0-0 
> => SPP or eea yo QT*DTMF, QT+DTMF, QT P36-37 21 Deleting a a = a Press the © key) | There are 999 channels, which the P40-41 
2 ne ep Oat iori E 
Press thi key)| SE: Carrier wave scanning 2 channel & --- UNS =| CELH -{- or the @Bkey to gees ee of-dstand.2nd:Cannot -0-0 
10 Scan mode u-a0-g- -{- is ae : ~-@9"2’ Fi choose an index J |be deleted. 
r 
choose an inde: 22 Editing a 5 ~ = Press the © key Channel name can be up to 8 digits longl 
11 Transmission time-out & >» > a- ae >m- or the key to | |and can be made up of upper-case or -> T er J 
timer | ven -> a- >» -E channel name oa aw ete ed ex lower-case letters, numbers, or symbols > P41 
o 23 Priority Press the @@ key] | oN: Acti 
12 Transmission ~ Press the @@ key] (There are 1-10 level on TOA, each : | ven 3 | venut ON: Activate u- a 
overtime alarm & -f&-&- ~-~t-— or the @@key to || corresponding to 1 second -0> P37-38 channel switch = (Gl UY => > > OFF: Deactivate > P41-42 


or the € key to 
choose an index J (OFF: Deactivate TOA 


choose an index 
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SPK1: The transceiver-mounted speaker is 


SPK2: The hand speaker is activated 
SPK1+2: Both the transceiver-mounted 


speaker and the hand speaker are activated. 


24 Speaker press Lae] activated 
z =por the E3 key to 
settings choose an index 
Press the @@ key) ( oy. 
25 Keypad QQ -H-O PU [or tre eabey to || ore Deactivate 
auto lock choose an index 


+a 


Press the @@ key 
> => jor the E#key to 
jew] choose an index 


26 Receiving 6 
bress m-G- wna > 


Standard CTCSS: 50 groups 
Non-standard CTCSS: 65.0Hz-255.0Hz| 
OFF: Deactivate 


> oo 2-43 


oe ncn) -e- A a 


eyl 


Standard negative & positive DCS: 105 groups 
-0 69 >: 


Press the @@ key) 
-t-> or the € key to 
choose an index J 


reno E ED 


Non-standard DCS: DOOON-D7661 
>t: 


OFF:Deactivate 


29 Transmitting 9 
DCS u- E > 


Press the @@ key| 
=P lor the E@key to 
choose an index 


Standard CTCSS: 50groups 

Non-standard CTCSS: 65.0Hz-255.0Hz 
Non-standard DCS: DOOON-D7661 
OFF:Deactivate 


OFF:Deactivate 
Standard negative & positive DCS: 105 groups 
> Wp 09 243-45 


30 Repeater + Press the © key) (oy. is acti i 
ON: Speaker is activate when repeating | venu} f ear} 
speaker switch | env) > e E >| RPT - > jor the € key to || ofp. Speaker is deactivate when repeating > > P45 
Fa choose an index 


31 Repeater Press the € key) 
PTT switch & =i sw => BAND =- -f- a the eiey to 
choose an index 


ON: PTT transmission activated when repeating} 
OFF: PTT transmission blocked when repeating 


32 Repeater S 
settings u- Di => & = 


X-DIRPT: Directional cross band repeat 
X-TWRPT: Two-way cross band repeat 
RPT-RX: Repeater Reception 


-m--g s 
-0-A P45-47 

T-W RPT: Two way repeater 

RADIO: Transceiver mode 


Press the @@ key) 
=> jor the €a key to 
m choose an index 


33 Scan add u- T =| => 


ON: When scanning channels, they will be added 


to the scanning table 
OFF: Channels will not be added to the table when > Í venut fear] P48 


34 Automatic (renu [pro—rime| brie the @@ key 
-&-ta- AF => lor the key to 
power-off i m -& hoose an niex 


Levels 1-5, each level corresponding to 
30-minute. 
OFF: Deactivate automatic power-off 


(scanning 
-m-a 


35 Single-tone 3 o 235 Press the €® key There are 4 single-tone pulse frequency Text | P48-49 
pulse frequency & > > -0> eatin 1o options:1750; 2100; 1000; 1450 ->-0-> 


or the € key 


36 Compand -0-H - 


-t- 


Press the €98 o 


choose an index 


ON: Activate compand 
OFF: Deactivate compand 


o 


ae 


37 Overheating z 
detection & -i- ri aoe 


WY JOUUU 
Quad Band Mobile Transceiver 


TX: Tum on fan when transmitting 
HI-TE/TX: Tum on fan when transmitting 


key to | | orinhitemperature -0> P49 
dex J | ALWAYS: Tum on fan when tum on the 


transceiver 


; + 7 Press the @@ key 
38 Voltage testing u- = => =m or the @@key to 
FH i 


choose an index 


ON: Activate voltage testing X 
OFF: Deactivate voltage testing -0-a P49 50 


39 Voice [aan ™) Press the @@ key) (1-8: There are 8 voice scrambler P50 
scrambler nen B i j >|: [rm “) > or the €B key to || groups -0-0 
choose an index J (OFF: Cancel voice scrambler 


scanner D -B-E -> 


Press the €@ key) 
or the € key to 
choose an Teed 


ALL: Save both RX and TX CTCSS / DCS 
DEC: Save RX CTCSS / DCS 
NEC: Save TX CTCSS / DCS 


-m--g 


41 CTCSS 

scanning u-n- anno Ye 
42 DCS 

scanning @m--Ga- 
43S 

Gae i u- 0-Eg- 
44 Remot 

p g (venu -ED -u => 


Press the €®8 [essai 
>M- or the €p key to 
choose an index 
Press the @@ key! 
>U- or the € key to 
choose an index 


45 Side key Press the @@ key 
setting or the G@ key to 
choose an index 
46 Repeater Press the @@ key! 
receipt tone or the @@ key to 
choose an index 
47 Reset Press the Œ key 
setting or the @@key to 
choose an index 
48 FM radio Press the @@ key! 
function or the € key to 
choose an index 
49 Air band Press the @@ key) 


or the € key to 
choose an index 
Press the @@ ke 
or the € key to 
choose an index 


auto-recognize 


All: scan all f er | P52 
1-10 groups 

ON: Turn on remote control P53 

OFF: Tum off remote control -0-0 

OFF: No definition P53 
KILLISTUNIMONI/INSPECTION -0-0 

ON: Activate P53 

OFF: Deactivate -0-0 

VFO: Reset menu functional parameters f ear ] P53-54 
ALL: Reset all (menu & channel) functional paramenters => > 

ON: Enter FM radio P54 

OFF: Deactivate -0-0 

ON: Activate P54 

-0-0 


Y| (ON: Activate AM receiving function 4- 
OFF: Deactivate -0-0 P54-55 


27 


I. The vehicle transceiver has multiple functions: 

(1) Work mode of transceiver 

(2) Directional cross-band repeater or two way cross-band repeater work mode 

(3) Repeater receiver and two way repeater operating mode. 

Note: Can be set through Menu 32 (See P45-47 instructions). 

(1) The vehicle transceiver control panel LCD Is divided into two display settings, A and B, displaying the two vehicle transceiver 
operating frequencies. 

The master frequency will be indicated by “w ”. This icon is very important. All operating instructions are all concerning the ma- 
ster frequency indicated by this icon If the frequency does not have the“ w’ icon, it will be called a secondary frequency. 
The master and secondary frequency will be separated by a vertical bar on the display device. 

(2) While the vehicle transceiver is in transceiver mode, only A area (left) can be set to the FM receiver (76-108MHz) function. 
(3) The vehicle transceiver’s two operating areas parameters can be set. Before changing the parameter settings, first set 
the desired channel to the master frequency. 

(Master frequency settings see P29 “Master frequency settings”) 

(4) When the vehicle transceiver is operating in cross-band repeater mode, or repeater receiver / two way repeater mode, 
some Transceiver functions will be prohibited. 
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Hotkey function guide 


WWOUXUN 
Quad Band Mobile oul 
ll. Hotkey function guide. 


The settings menu is divided into quick start and operating menu settings, and aside from their shared operating settings, all of 
the functional operations of work areas A and B are oriented at the master frequency. 


Special Reminder /\ 


» The vehicle transceiver operating frequency parameters can be seperatly set. (Example:STEP step frequency, W/N 
Wide/narrow bandwidth frequency, VFO/MR display mode, OFF-SET frequency, BCL busy channel lockout, 
SP-MUTE mode operations). As well as system parameters (Example: RX-LED receiver backlight color function 


etc.) are AB’s two operational channels. When setting the main frequency it will change the system parameters. 


E Rapid search function 
When using the device or setting any functional parameters you can search the data above or below it by pressing the Œ orG@J 


keys. 


(I) Quick operation 

(0) Voice scrambler function key (Optional) 

When the machine is standby, press the GB key to enter voice scrambling settings, then press the Œ / @Jkey or a number from 
1-8 to choose a voice scrambling group, and press the Len key to confirm, exit settings and return to standby. Voice scrambling 
has a total of 1 - 8 groups, OFF Shuts down the voice scrambling function. If the vehicle transceiver does not come with this option, 
pressing this key will be of no effect! 


NOTE: This scrambler function is not workable when the equipment is working in the cross-band repeating mode or repeater/ 
transmitter mode. 


(1) Master frequency settings hotkey 


When the transceiver is standby, press the Brey on the handset or transceiver to switch between master frequency and secondary 
29 
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frequency. 


Special Reminder /\ 


>» When the A or B Areas or the display screen display an “W” icon, this indciates that that area is the master frequency, and 


the other area is secondary frequency, this icon is very important, all of the functional operations are oriented at the 


master frequency. 


2% Frequency or channel selection hotkey 

E When the transceiver is standby ( frequency mode), press the | 2 O to enter frequency settings, and 8 whiffletrees will appear, 
just input 6 digits frequency, the last 2 digits will be automatically recognized. This recognition according to the following standards: 
(1) When the 6th digit is O or 5, then the 7th and 8th digits will be 0. 

(2) When the 6th digit is not O or 5, the 7th and 8th digits will be 25, 50 or 75 according to the 5th digit's 6.25k step frequency. 
During inoutting the 6 digits frequency, if press any other keys except 0-9, it will exit the frequency setting. 

(3) GBP Band switching hotkey 

This transceiver with multiple band available, which with flexible operation. 

In standby mode, press $ to switch the working band. 

Area A (left) with 6 bands selectable: 430MHz —> 29MHz —> 50MHz —> 320MHz —> 700MHz — 144MHz—> 430MHz—....... 
Area B (right) with 2 bands selectable: 144MHz—> 430MHz —> 144MHz— ..... 

This transceiver can be programmed to work as V-V or U-U. 

KG-UV950P can receive strong signal from the image frequency, and/or when it is in the twin reception, some frequencies at A area 
and B area may affect the sensitivity more or less. 

If you receive some unknown signals which may be caused by the interference from the image frwequency, please use the following 
formulas to confirm whether it is from the image frequency or not. 

(Frequency at A area + 45.05MHz)Xn1-((Frequency at B area*47.25MHz)Xn2=the middle frequency at A area OR the middle frequency 


WWOUXUN 
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at B area 
(28MHz at A area + 45.05MHz)Xn=the frequency at B area 
(n should be positive integer) 


Special Reminder /\ 


» Air band 108.000MHz-135.995MHz can only be activate on area A. 
>» When you get a poor receiving signal on 7OOMHz band, please use the following formula to check whether the 
value can be divided exactly. 


y=(Fx-45.05M)/(Step*2) 

NOTE: 

Fx is the current frequency while Step is 5K or 6.25K. If y can be divided exactly by one of these two steps, then 
the transceiver receives normally. If y is a number with the decimal points, then there is receiving error and the 
equipment is with poor reception. 


(4) TA Save channel hotkey 

When in Channel/Memory (MR) mode, it will copy this channel's information to the specified channel except the Channel Na- 
me and Channel Scanning Add setting. 

When in Frequency (VFO) mode, you can set the different offset frequency (see MENU 4) and frequency shift direction (see 
MENU 7) as well as other parameters, and then save it to the specified channel, this way you can set the same band but 
different RX/TX frequencies channel or different bands and different RX/TX frequencies channel. 

Example: Save 'RX frequency: 450.025MHz, RX CTCSS: 67.0Hz, TX frequency: 460.025MHz' to Channel 10. 

1. In Frequency mode, input 450.025 frequency, press | ven J + o- 0O enter the Receiving CTCSS setting, press @® /€2 
to select 67.0, and then press to confirm. 


2. Press | venu] +E KO set the Offset frequency as 10.000MHz, then press @ to select the Frequency shift direction as '+'. 
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; ion, creo P BAND 
3. Press to enter Save channel function, the screen shows and now enter 4 to select Channel 
FH 


10, then press | ven J to confirm the setting and return to standby mode. 


Special Reminder /\ 


» The default channel 1 and 2 can only save the UHF or VHF frequency, other band frequencies cannot be saved 
here. 


(5) ŒB Output power settings switch key 
H/L function key, is an output power swith hotkey 
When the transceiver is standby, the key will quickly switch power; every time the key is pressed, the power will shift in the following 


direction. High power (H) ————> Medium power (M) ————}> Low power (L) 
A 


Medium output power has two levels. Please view the "Medium output level" of MENU 3 for the detailed instructions. 

(6) 9 Frequency | Channel switch hotkey 

The vehicle transceiver operating channel can be set as VFO Frequency mode and MR channel mode, Amongst those MR channel mode has 
three different display types. 

A. Channel number mode B. Frequency+Channe! number display mode C. Channel name display mode. The VFO Frequency mode and 
MR channel mode sometimes are setup with passcode limitations; they need a correct password in order to be able to switch between the two. 
However the MR channel mode does not need a passcode to switch between the 3 different channel display modes. 

VFO/MR(Frequency / Channel switch) switching is shown below: 


VFO ——> MR (Channel number display) ——> MR (Frequency+Channel number display) ——> MR (Channel name) 


When the setup is setup with a switch passcode,press the key, The LCD will display{ —----— ] 
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At this time enter a 6 digit passcode, if the passcode is correct the mode will switch successfully, If the passcode is incorrect the mode switch 
will be ineffective, a double tone will follow and you will exit the program. The only way to set up the passcode is through our companies supplied 
software. If 6 0's are entered this will tum off the password function. 


(7) @ Frequency shift direction switch hotkey 
@ In Frequency mode, press the @& key to rapidly switch direction as shown below: 


Positive > Negative b Reverse . Reverse frequency & s Reverse frequency ` Cancel frequency 
direction + direction - frequency R positive direction R+ & negative direction direction 


When rapidly switching frequencies, the frequency direction will be skipped automatically if the frequency direction results in frequency error. 
@ In channel mode, press the@®key this will only set “reverse frequency R” or “turn off reverse frequency R” function. 

(8) € Single or dual display switch hotkey 

When in standby, press the Œ key, and you can switch between single and dual display. 

(9) ÆÐ Squelch level settings hotkey 

The SQL function rapidly switches between squelching settings. 

When in standby, press the (Æ key and the muting level in the area will be displayed on the screen, then press @® / @@ or directly press 0-9 

to choose the desired squelch level, press Len to confirm, then press fxr] to exit settings. 


(10) Æ Scanning Key 

In standby mode, press the handheld microphone @Y key or the panel B key, to start scanning. Frequency mode will start scanning by “step 
frequency’ in intervals, channel mode will start scanning in the current channel, press the @49/@ keys while scanning to change the scanning 
direction (higher or lower), press any key to stop scanning. Please see menu 10 SC-REV Scan settings for details of scan types. 

Simultaneous Scanning on AB Areas 

1. AB areas can scan at the same time. The A master frequency area activate scanning, press (Ww) to change to B area, then press Scan key to 


33 


activte the scanning on B area. This is the AB area simultaneous scanning. 
2. During the scanning on the Secondary frequency area, press PTT on the Master frequency area to transmit, the Secondary area will stop sca- 
nning temporarily, after end transmitting (release PTT), the scanning on Secondary area will resume. 


Special Reminder /\ 


» During the scanning on the Secondary frequency area, some settings on the Master frequency area will be prohibi- 


ted: saving channel (MEMCH), scanning mode (SC-REV). deleting channel (DEL-CH), channle name editing (CH- 
NAME) and repeater setting (RPT-SET). 


(11) ÆA Keypad lock key. 
When the transceiver is standby, press the EAkey locks the keyboard of the master frequency area. When the keyboard is locked, both the keyp- 
ad on the handset and the keypad on the front panel are locked, except key can change to the Secondary frequency area. 
(12) ŒB Up key 
@ In frequency mode, press the @ key to set a new frequency: “current frequency” + “step frequency”. 
@ In channel mode, press the Qj key to call out the lower channel as the working channel. 


(13) €J Down key 
@ In frequency mode, press the @@ key to set a new frequency: “current frequency” - “step frequency’. 


Menu operations 
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@ In channel mode, press the $ key to call out the higher channel as the working channel. 
(14) Confirmation key 

(venu key is a confirmation key, as well as a key to enter Menu function setup hotkey. 
Menu Operations 
Step frequency settings (STEP) - Menu 1 
When the transceiver is standby, press the (+ @Bkeys and the screen will display:| = 
Pres the @ key to access the menu, and after pressing the Œ / BD key to select the required step frequency type, press the Len) key to 
confirm, and the (Æ key to retum to standby. 
This transceiver has 9 types of step frequency: 5KHz, 6.25K, 10KHz, 12.5KHz, 20KHz, 25KHz, 30KHz, 50KHz, 100KHZz. 
Wide/Narrow bandwidth settings (W/N) - Menu 2 
When the transceiver is standby, press the | ven Cakes and the screen will display: 
Press the (venu key, then Press the@ZQ™ / @@keys to choose the desired wide/narrow bandwidth set up and press the & key to confirm. 
Press the f e] key to retum to standby mode. 
This transceivers bandwidth settings are divided into: wide bandwidth (25KHz) and narrow bandwidth (12.5K). 
Two medium level power settings (MPOW-SET) - Menu 3 
When the transceiver is standby, press the -+ EI keys and the screen will display: 1-5 
Press the (menu key, then press the ZB / @B to choose the required output level, and press the key to confirm. Press the f ex] key to return to 
standby mode. 
This transceiver has to medium level power set ups separated as MPOW1:20W ; MPOW2:10W. 


Special Reminder /\ 


>» Medium output power settings is a system setting, after changing these settings, the vehicle transceivers two operating frequencies 


medium output power settings will simultaneously be set. 


